Winterizing
Your Properties
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Prevent
Frozen Pipes

Turn off exterior
faucets and shut
off valves for
irrigation systems

Service HVAC
Systems

Replace furnace
air filters and test
HVAC systems
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Check
Windows and
Doors

Evaluate property
for air leaks and fix
as needed

Remove
Window A/C
Units

Remove and drain

window A/C units

before first frost
of the year

\;/ Reverse Switch fans to a reverse position which forces warm air that has risen
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P Ceiling Fans back down into a room.
Set the Set thermostats to no lower than 60 degrees to protect against frozen
Temperature pipes. Programmable thermostats allow you to maximize efficiency.
The Drip In extreme temperatures, allow a small drip to flow and keep under
System sink cabinet doors open to allow heat to circulate.

Test Smoke

Fireplaces, furnaces, and heat sources can be dangerous. Check all

Alarms smoke and CO2 detectors to ensure they are functioning properly.

Clean Check the fireplace and chimney by hiring a professional. Instruct
Chimneys tenants to keep the area clean and flue closed when not in use.

Insulate Wrap pipes along outside-facing walls with insulating foam. These

Exposed Pipes

are at the biggest risk of freezing in colder temperatures.

Add
Insulation

Ensure attics have the recommended 10 to 14 inches of insulation
(depending on type) for optimal heat retention.

ATTENTION: If your properties need preventative services prior to a possible freeze or

experience future freeze damage then give FSI Construction a call for immediate action!
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